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AMENDMENTS TO THE SPECIFICATION : 

Please replace the Abstract on Page 15, Line 2 to Page 16, Line 3, with the 
following amended Abstract: 

5 A method for wirelessly real-time transmission of financial stock graphs and 

device of the same are disclosed, in which, a hyper text transfer protocol 
transmission servo module (HTTP transmission servo module) is added to a 
conventional finical quotation terminal. The hyper text transfer protocol 
transmission servo module is connected to a mobile network through an Eth e rn e t, 

10 or a s e rial communication int e rfac e and a mod e m. Th e HTTP transmission s e rvo 
modul e is further conn e ct e d and to a far-end wireless application protocol gateway 
(WAP gateway) 6 of a wireless digital syste m, such as GSM or CDMA for 
acquiring th e s e rvic e of translating th e r e al tim e graph information. Th e pr e s e nt 
inv e ntion is acc e ss e d to a subscrib e r's d e vic e of a mobil e phon e or a p e rsonal 

15 digital assistant . Th e us e r can r e mot e ly control th e r e al tim e s e nde e of th e finical 
quotation terminal through th e op e rating int e rface of th e wir e l e ss mark languag e 
(WML) transferr e d from th e hyp e r t e xt transf e r protocol transmission s e rvo 
modul e . Th e us e r can e nt e r into th e HTTP transmission s e rvo modul e of th e finical 
quotation terminal from a us e r's pr e mis e through a wid e ar e a n e twork (Wan) and 

20 r e ad th e data in a databas e according to a sp e cific commodity. Th e n th e data Data 
is directly translated and compressed into a WBMP graphic file matching with th e 
sp e cification of wir e l e ss d e vic e bitmap coordinat e e stablish e d by th e Wireless 
Application Protocol Forum . Th e transmission to th e far e nd us e r is performed 
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through th e HTTP transmission s e rvo modul e . Sinc e th e graphic file is not optically 
scann e d aft e r print e d through a print e r, it is not p e rform e d in tim e and has a low e r 
resolution. In fact, th e graphic fil e is from a r e al tim e mark e t data and th e n is 
conv e rt e d into a digital graphic fil e and it is dir e ctly transf e rr e d through a digital 
5 protocol, th e r e for e , it is provid e d in tim e and has a high r e solution. 
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